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STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

WEST ABUTMENT REFPAIR

(L ooking West)

EAST ABUTMENT REPAIR

{Looking East)

Notes:

. Aburment substructure repair type and areos are estimated based on visual

inspection completed in June 2009. Actual repair areas and locations shall
be determined by the Engineer and shown on As-Built plans.

. The Contractor shail exsrcise extreme care with any existing conduits locoted

near the repair areas. The Conf. r will be required fo repair any damage
done to the conduit to the satisfaction of the Enginecr, at no additional cost to
the Department. No splicing will be aliowed fo any cable damage resulting

from this work, instead the Contractor will be required to repair the entire
span of any domaged cable at no additional cost fo the Department.

BILL OF MATERIAL

to or Less than 5 Inchss)

SYMBOL ITEM UNIT QUANTITY
Structural Repair of
M Concrete (Depth Equal Sq. Fi. 76

benesch

alfred benesch & company
Engineers + Surveyors « Planners
205 North Michigan Avenus, Suite 2400
Chicago, lllinois 60601

312-565-0450 Job No. 10050

SUBSTRUCTURE REPAIR
STRUCTURE NO. 022-0097

SHEET NO. 8

9 SHEETS

F.AL . TOTAL | SHEET
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